
Verpakking               40GP                    PALLET                PALLET 
PCS               864 PCS              36 PCS                 24PALLET
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Junction Box                     TÜV Certi�cate IP68
Series Fuse Rating                                          20A x 3 dioden

Solar Cell                                                      Mono 182mm cel (120pcs cel)
Panel Size                                       1908 x 1134 x 30 mm
Glass                                      Tempered High Transsission Glass
Frame                   GRPU

Cable                           1100 mm / 4.0 mm²
Maximum System Voltage                  1500V DC TÜV

Standaard Test Conditie       AM=1.5    E=1000/㎡  TC=25℃

Temperatuur Coe�cient:   Pmax -0.33%/℃;    Voc -0.26%/℃ ;    Isc 0.042%/℃
NOCT         45℃ +/- 2℃ 
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Herrenstrasse 13 
D30159 Hannover
GERMANY
+49 (0) 511 711 090 0539
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7 Koorabel Place 
Baulkham Hills NSW 2153
AUSTRALIA
+61 (0) 881 215 838
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Item No.   Pmax     Vmpp     Impp     Voc    Isc          Mod%  
HS470M-60-18X   470W     35.29V      13.32A      41.66V     14.23A       21.73% 
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Item No.   Pmax     Vmpp     Impp     Voc    Isc            
HS470M-60-18X   351W     32.29V     10.89A      38.88V     11.50A        

*NMOT: Irradiance 800W/㎡, ambient temperature 20℃,wind speed 1m/s

*STC: AM 1.5, Irradiance 1000W/㎡, module temperature 25℃
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CAUTION: read the installation
instruction before using the product.

@2023 Hanover Solar B.V. All rights
reserved, The speci�cation included
in this datasheet are subjet to change
without notice.


